CHARGE REGULATOR FOR PV LIGHTING SYSTEMS

SPB-LS/BT & un regolatore di carica fotovoltaico per
sistemi di illuminazione stradale stand-alone con
controllo remoto che utilizza un’interfaccia wireless
radio Bluetooth. Nel lampione fotovoltaico viene
alloggiato in cima al palo insieme alle batterie; il
controllo remoto rende piu semplice I'accesso ai dati
sullo stato di funzionamento del sistema senza la
necessita di salire in cima al palo.

L'SPB-LS/BT implementa un circuito di ricarica MPPT e
riesce a caricare sistemi di accumulo ermetici o ad acido
libero al piombo a 12V o a 24V e la tensione di ricarica €
compensata in temperatura.

'SPB-LS/BT gestisce automaticamente l'apparecchio di
illuminazione a LED: al crepuscolo il regolatore accende
I'apparecchio a LED per un predeterminato numero di
ore. Per proteggere la batteria dalla profonda scarica
PSB-LS-BT spegne il carico se la tensione di batteria
scende sotto la soglia di tensione di low-battery.
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MPPT technology

Max module power:
- 225 W for 12 V battery
-450 W for 24 V battery

Bluetooth remote control application

Light sensor from PV module

Full flux and reduced flux lamp power

12 V / 24 V battery auto-detect voltage
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Temperature-compensated charge voltage

Internal blocking diode

Protections:

- Low battery

- Over-temperature

- Battery polarity inversion

- Output overload protection

Pb-lead acid, Pb-AGM, Pb-gel batteries and Lithium
batteries

IP66 box for outdoor applications

SPB-LS/BT is a charge regulator for PV off-grid lighting
systems with remote control that uses a wireless
standard Bluetooth radio interface. It is used in PV
lighting systems with charge regulator and batteries on
the top,; the remote control makes easier the knowing
of the system working status without having to climb
the pole.

SPB-LS/BT has got a very efficient MPPT charge circuit
and can charge 12V or 24V systems with sealed or
flooded lead acid batteries and the charge voltage is
compensated in temperature.

SPB-LS/BT automatically manages the LED lamp
connected to its output: at sunset it turns on the lamp
for a predetermined number of hours (timer setting). To
protect the battery from deep discharge SPB-LS/BT
switches off the lamp if the battery voltage drops
below low battery threshold voltage.
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